TB 43-PS-624, The Preventive Maintenance Monthly, is an official 
THE publication of the Department of the Army, providing information for all 
PREVENTIVE soldiers assigned to combat and combat support units and all soldiers 
with unit maintenance and supply duties. All information published has 

MAINTENANCE been reviewed and approved by the agency responsible for the equip- 
MONTHLY ment, publication or policy discussed. Application of the information is 
optional with the user. Masculine pronouns may refer to both genders. 


ISSUE 624 NOVEMBER 2004 


etm 


= COMBAT VEHICLES 


Stryker Seatbelt Caution 

Stryker Environmental Cover 

Stryker Step Reminder 

M1-Series Tank Recoil Fluid Residue Sponge 
M2/M3-Series Bradley M242 Dummy Rounds 
M2/M3-Series Bradley Weapons Control Box 
MLRS Maintenance Checks 

M113-Series FOV Idler Wheel Support Arm 
AVLB Holddown Manifold Reminder Cold Weather: General Commo Tips 
M109A6 Paladin Offset Data Cold Weather: Antenna Maintenance 


Seal Cold Weather: Cable PM 
ae WHEELED VEHICLES 10 Cold Weather: Generator Tips 


HMMWV Engine Governor 10-11 b> NBC 
M989A1 HEMAT Trailer Towbar Pivot Lubing 10-11 ro Y 
M149, M1112 Water Trailer Cold Weather Care = 12-13.-- Unusual JSLIST Sizes 


M56 Smoke Generator Troubleshooting Tip 
g MISSILES 14 
a\\% 
Avenger Missile System PM Suggestions 14-15 rt 7 SOLDIER SUPPORT 


MLRS Launcher Travel Locks and Blast Doors 16 
Patriot Missile System Latch Pins, Season Settings 17 Space Heaters Fuel/Air Mixture 
Carabiner NSNs 

~- SMALL ARMS 18 Threaded Ends for Water Hoses 
Three-cell, Krypton-bulb Flashlight 
Modular Sleeping Bag System Maintenance 
Extreme Cold Weather Clothing Care 
Hearing Protection Decals 

and Instruction Plates 56-57 


ge AVIATION 


UH-60A/L APU Barrier Air Filter 

UH-60A/L/Q AN/ARC-220 Radio LCD Displays 
HGU-56/P AIHS Helmet Visor Tracks 

Matches Info for AMSS Equipment 

“Remove Before Flight” Streamers 


Qsg COMMUNICATIONS 


Nh 


OANDANAHRWWNHY 


Em 
AN/PEQ-2A Target Illuminator Railgrabber 18 
GLPS Storing and Shipping 19 
Sand Problem Prevention 20 
MK 19 and M2 TM Corrections 21 


M16-Series Rifle, M4/M4A1 Carbine BUIS 21 
! COMBAT ENGINEERING 22 La LOGISTICS MANAGEMENT 58 


Compact Skid Loader Support Items 22-23. FED LOG Data Views (4th in Series) 58-59 
SEE Bucket PM 24-25 
Universal Puller Kit Parts 26 EDITORIAL 


CONTINUITY 27 CONNIE’S POST SCRIPTS 60 


You are invited to send PS your ideas for improving maintenance pro- PEWEcrmaaUCeScoce menue Cie 
cedures, questions on maintenance and supply problems and ques- 


tions or comments on material published in PS. PETER J. SCHOOMAKER 


Just write to: General, United States Army Chief of Staff 


MSG Half-Mast Official: 
PS, the Preventive Maintenance Monthly 
USAMC LOGSA (AMXLS-AM) 
5307 Sparkman Circle pol. @ 
Redstone Arsenal, AL 35898-5000 
Or e-mail to: JOEL B. HUDSON 


psmag@logsa.redstone.army.mil or Administrative Assistant to the Secretary of the Army 
half.mast@us.army.mil 0422902 
Internet address: 
https://www.logsa.army.mil/psmag/pshome.html 


PS, The Preventive Maintenance Monthly (ISSN 0475-2953) is published monthly by the Department of the Army, Redstone 
Arsenal, AL 35898-5000. Periodical postage is paid at the Huntsville, AL post office and at additional mailing offices. 

Postmaster: Send address changes to PS, The Preventive Maintenance Monthly, USAMC LOGSA (AMXLS-AM), 5307 Sparkman 
Circle, Redstone Arsenal, AL 35898-5000. 


Issue 624 TB 43-PS-624 


oe SS 7 ee 


. 
Fass Ga 


‘| Approved for 
Public Release; me 
Distribution is . 7 
Unlimited S 


* 


November 
2004 


YOU WON'T 
THINK HE’S 50 
NUTTY WHEN 
SAND JAMS 
YOUR RIFLE! 


Remem 


+ AUTOMOTIVE 
MECHANICS HAP 
TO DIAGNOSE 
PROBLEMS BY 
SOUND, SMELL, 
ANP OPERATING 
CONDITIONS. 
NOW VEHICLES 
ARE BEGINNING 
TO BE FIELDED 
WITH BUILT-IN 
DIAGNOSTICS. 


MAINTAINERS ANP 
OUR VEHICLES ANP 


WE AT PS ARE SIMPLY 
THANKFUL FOR ALL THE 


LOGISTICIANS THAT KEEP 


EQUIPMENT READY TO 
FIGHT WHERE WE MUST. 


bering What We Have 


MANY THICK BINPERS OF 
MAINTENANCE MANUALS 
HAVE BEEN RELY/CEL TO 
TMS ON CD-ROM, 
AND MANY TMS ARE 
AVAILABLE ONLINE. 


THE ETMS THEMSELVES 
ARE EVOLVING \NTO 
INTERACTIVE SOFTWARE 
THAT CAN “COMMUNICATE” 
WITH EQUIPMENT 
SYSTEMS. 


WHEN HALF-MAST 
FIRST JOINED THE 
ARMY FAMILY, SUPPLY 
REQUISITIONS WERE 
DONE IN MULTIPLE 
COPIES USING CARSON 
PAPER. NOW WE USE 
COMPUTERS... 


MOPULAR DESIGN OF EQUIPMENT 
ANP VEHICLES NOW HELPS 
MECHANICS ANP TECHNICIANS 
REPAIR EQUIPMENT BY REPLACING 
COMPONENTS INSTEAD OF 
WHOLE SYSTEMS. 


ANP, WHILE THERE ARE STILL 
DELAYS IN OUR REQUISITIONS, WE 
REMAIN THE SES7 EQUIPPED 
ANP SUPPLIED OF ANY 
NATION'S ARMED FORCES. 


THE 
PREVENTIVE 
MAINTENANCE 


MONTHLY 
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Stryker... 


DON'T MARE A SEATBELT SANDWICH 


THERE GOES 
ANOTHER 
SEATBELT! 


The driver’s seat on your Stryker has a lot in common with a luxury sedan. It has 
two electronic switches—one for moving the seat forward and backward and anoth- 
er to move it up and down. 

Just be careful when lowering the seat. The seatbelt receptacle on your left 
swivels to any position for extra comfort. If you’re not careful, it can swivel all the 
way under the seat. When the seat goes down—CRUNCH!—you’ve made a seat- 
belt sandwich. 


¢ 


ke 
PO 
im Stryker... 


SS \ 


BUBBLE BATH... 
RUBBER DUCKY. 
YEP! I'M ALL SET 
FOR MY BATH! 


C/ 


CLs) 


DON'T FORGET YOUR 
ENVIRONMENTAL COVER! 


ie to give your Stryker a bath? You’d better check the environmental cover first | [| 
or you'll be singing the bathtub blues! 

Without the cover, 
water gets into the engine 
air intake and exhaust. 
When that happens, you 


Environmental cover in place? Wash away! 


ZT 


i} 
...to make sure 
it doesn’t slide 
under seat 


\ \ 
Check position f 
of seatbelt... 


CHECK THE 
POSITION OF THE 
SEATBELT BEFORE 
YOU LOWER AWAY. 
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could blow the pack. 
So before you get that 
hose, grab the environ- aN i. D 
mental cover and secure )\y m= 
it in place! Ee (ass \\ <a. 


SS WATCH SOUR STEP! 


ie like any other combat vehicle, | Step here to prevent equipment damage 
climbing into the driver’s compartment 
of the Stryker is an exercise in caution. 


There are so many knobs, switches, 
cables and bulbs that a misplaced foot 
can’t help but do some serious damage. 

That’s why an entry step is provided in 
the Stryker. Make the entry step your first 
step and you'll soon be in your seat with 
a fully functional Stryker ready to roll. 


M1-Series Tanks... M2/M3-Series Bradley... 


PUT THE SQUEEZE ON SPONGE — DUMMIES FOB YOUR 


SSS WE COULD PO SOME 
’ SERIOUS TRAINING 
WITH YOUR M242 
| TODAY IF I COULD 
JUST GET SOME 
DUMMY ROUNDS. 


YOU FORGOT TO WRING OUT 
MY RECOIL FLUIP RESIDUE 
COLLECTOR SPONGE! 


NO NEED TO BE 
A DUMMY. THERE'S 
AN NSN! 


Dear Half-Mast, Dear Captain C.Z., 
Is there an NSN for Certainly there is. NSN 1305-01-356-0187 |¢ 
25mm dummy rounds for the brings a pack of 30 dummy rounds, a. 


Bradley's M242 machine os : 
gun? We can't find any. which is normally what's 


CPT C.Z. required for each vehicle. HUE Mel | I 


—| 
Baa 


OUTS 
iN! ar ramen ansiall 


—=| 
C“4 ELECTRONICS 
ARE SHORTING Ail | 


When it comes to problems with random shorts to under-the-breech electronic com- 
ponents, stop wringing your hands and start wringing out the recoil fluid residue col- 
lector sponge, tankers. 

The sponge, which is in the tray 


under the gun mount, soaks up the Wring out sponge after firing Dear Editor, 


excess FRH that leaks out during Some Bradley units are replacing weapons control boxes when they 
firing. Nothing wrong with that. don't need to. They try to select from HE to AP ammo or vice versa and 


In fact, that’s completely normal. 
However, you’re supposed to 
wring out the sponge into an 


nothing happens. They think they have a bad weapons control box, so 


they get a new one. 
But if the M242 has had 
a misfire, the weapons con- 


trol box may not select. 
Before you get a new box, 
remove ammo from the 


approved hazardous waste con- 
tainer every day after firing. 


Otherwise, the fluid overflows 4 oS 
; s 7 : = breech/feeder, unhook the 
and leaks down onto the electron- — wg; DRS oe ammo chutes, and take off 
ics gear, causing shorts. Ma V4 AIHA « ZZ the M242 feeder and use 
It’s a simple job that simply doesn’t get done often enough. One precaution to take, the crank to cycle it back to 


the sear position. Reinstall 
the feeder and try selecting 
ammo again. Sometimes that 


though. Make sure you’re wearing long sleeves, gloves, goggles and a faceshield 
when you wring out the sponge. FRH contains a chemical which can cause paralysis 


if it’s taken internally. FRH can also be absorbed through the skin, so wash thorough- does the trick. EE SREH ASAE ' 
‘ : itor's note: We select your suggestion 
ly with soap and water if you get any on you. PV2 william Custillo oe a ene 
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MLRS... 


DON'T FORGET THESE Checks 


I KNOW You 
GUYS ARE IN 
A RUSH TO 
HIT THE 
ROADP,.., 


14 BUT COULD 
YOU CHECK 
THREE THINGS 
FOR ME FIRST? 


I SURE WOULD 
APPRECIATE IT... 
ANP YOU WILL, TOO! 
THEY COULD SAVE 
ALL OF US FROM 
GETTING INJURED. 


“MAKE SURE THE “CHECK THE BOLTS FOR THE DRIVER'S SEAT. 
IF THEY'VE BEEN LEFT OFF, THE SEAT CAN 
PITCH FORWARP DURING TRAVEL AND 
THROW THE DRIVER INTO THE YOKE.” 


STABILIZATION REFERENCE 
PACKAGE |S BOLTED DOWN. 
THE BOLT IN BACK OF ITS 
BOX IS OFTEN FORGOTTEN. 
THEN IT BOUNCES UP AND 
DOWN PURING TRAVEL AND 
MESSES UP THE GYROS.” 


“OPEN THE VENT FOR THE CHEMICAL 
BIOLOGICAL RESERVOIR IF YOU PLAN TO 
USE IT. IF YOU RUN THE CBR WITH THE VENT 


CLOSED, THE CBR BURNS OUT.” 


SRP bolted 
down? Bolt 
is in back 


M113-Series FOV... 


NO GREASE MEANS NO GO 


LLG TEEEIE/ ee a 
Wh 


MY IDLER [4 
WHEELS 
GRINDING TO 


L 


WHAT'S 
THAT 
NO/SEF 


Cence what you don’t see can hurt you, especially when it comes to the idler 
wheel support arms on your M113-series carrier. 

The support arms sit out of 
sight behind the idler wheels and Fittings are 
are often covered with mud, so behind idler 


the grease fittings are easy to p> wheels above 
track adjuster 


miss. 

If you miss too often, the bear- 
ings dry out and the idler arm 
freezes. When the arm won’t 
move, you can’t adjust track ten- 
sion. Your vehicle is NMC. 

Lube both idler arms with GAA every 150 hours, 1,500 miles or semiannually, 
whichever comes first. As always, before you pump in any lube, clean the fittings 
with dry cleaning solvent first to keep dirt from mixing with the grease. 

Finally, put a dab of GAA on the grease fittings immediately after relubing when 
you’ve washed or forded the vehicle. That’ll keep the fittings from rusting. 
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I 7OLL you 
TO CAP THAT 
HOLPROWN 
MANIFOLP! 


| Saami when it’s time to pull the 
back deck on your AVLB, you can avoid 
a geyser of hydraulic fluid by remem- 
bering to disconnect the two hydraulic 
lines from the holddown manifold. 
YW Ve re a 

K.| Disconnect these hoses a 
before removing deck 


Forget to follow the TM procedures 
and the deck will disconnect them for 
you—the hard way. Then you’ll have to 
explain a massive hydraulic spill to the 
environmental folks. 


PS 624 


Just because you remembered to dis- 
connect the lines doesn’t mean you’re 
out of the woods yet, either. Trying to 
move the AVLB under power will force 
hydraulic fluid out of the open hold- 
down manifold. Prevent that mistake by 
plugging the holddown manifold with 
tube caps, NSN 4730-00-647-3311. 

<= 


Cap manifold after removing hoses 


ea >. | 
y 
/ 


Then, remember to remove the caps 
and reattach the lines when putting the 
back deck in place. 


NOV 04 


M109A6 Paladin... 


OK; TIME TO 
GET THAT 
DEFECTIVE ACU 
REPLACED. 


DON’T FORGET 
TO WRITE POWN 
THE OFFSET 

DATA FIRST! 


Before you remove the AFCS computer unit (ACU) for repairs, mechanics, write 
down the offset data. It only takes a couple of minutes and it’ll save you a whole 
bunch of minutes later. Te 

The offset data is needed to synchronize Write offset data on 
the ACU with the gun. Without the data, back of display unit 
you'll have to do a complete fire control 
alignment testa3- to 4-hour projectafter 
a new ACU is installed. 

Retrieve the offset data by going into 
maintenance mode and checking the bore- 
sight entry. There you’ll find the roll offset, 
elevation offset and azimuth offset figures. 

Use a grease pencil to write the figures 
down on the back of the display unit. That 
way, the numbers will be handy for entering 
into the new ACU. 

WRITE THE DATA 
LEG/ELY! IT 
MIGHT NOT BE 


YOU WHO HAS TO 
REAP IT LATER. 


| 

The offset data should also be 
entered in the AEPS electronic 
DA Form 2408-4 gun card system 
as a non-firing MIS REMARKS 
entry. That way, if the data on the 
back of the display unit gets 


erased or smeared, you still have 
the info handy. 


NOV 04 


— Dear Half-Mast, 


| am currently deployed in Iraq and drive a 
HMMWV on a daily basis. 

When we come under attack, the engine 
governor in my vehicle will only allow me to go 
S5-GO mph. Trust me, that doesn't seem very 
fast in the middle of an ambush. 

Can you provide me instructions and a list of 
special tools needed to remove the governor? 
A little extra speed would be very appreciated. 


SPC J.R.T. 


Removing the engine governor on your HMMWV is not a good idea. 

The engine governor is designed to help control engine speed and prevent 
engine runaway. Not only will removing the governor not result in higher 
speeds, but it will also damage the engine’s bearings, piston rods, and pistons. 

It can also have a bad effect on belt-driven accessories such as the alternator, 
power steering pump, and air conditioner. 

A speed of 55-60 mph may seem slow when the bullets are flying, but it’s a 


whole lot faster than a HMMWV that won’t move at all. i) 
olf fast 


M989A1 HEMAT Trailer... 


Belly Up to the Towbar 


BARKEEP! GIMME SURE YOU IT’S NOT FOR 

be) A POUBLE SHOT | CAN HANDLE HIMS \T'S FOR MY 
OF GAA! THAT MUCH, TOWBAR PIVOT 

STRANGER? ASSEMBLY! 


> VW. 
—— as 
aK) /) tl NN 
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[a beta when was the last time you bellied up to the towbar and ordered a shot 
of grease for your HEMAT trailer’s towbar pivot? 

Without regular lube, the old 
grease solidifies and loses its lubri- 
cating properties. That leads to goug- 
ing, scoring and rust on the towbar 
pivot cylinder. Eventually, the towbar 
won’t raise, lower or pivot at all. 

Once a week—daily if you’re in a 
dusty or sandy environment—lube 
all five grease fittings on the towbar 
pivot with GAA. Continue pumping 
until you see clean grease seeping 
out of the assembly. Then wipe off 
the excess to keep from attracting 
sand and dirt. 

If the towbar pivot won’t take any 
grease, call your mechanic. He’ll 
take apart the assembly and clean out 
the old, hard grease that’s plugging 
up the works. 


Too little 
lube 
causes 
scoring 

and rust 
on pivot 
cylinder 


5th lube 
point is 
out of 
view 


Ms. » 


M149-Series, M1112 Water Trailers... 


Kon 


Sains 


Za Als 
RF 
1 


/ 


ADP COLL TO WATER 
ANP YOU GET /CE. 
THAT'S GREAT IF YOu 
NEED A FEW ICE CUBES 
FOR YOUR TEA, BUT IT 
CAN BE LISASTROWS 
FOR YOUR WATER 
TRAILER. 


WATER EXPANPS AS IT 
FREEZES. THAT MEANS 
THE WATER PIPES ON 
YOUR TRAILER COULD 
BURST IF YOU DON’T 
TAKE CARE OF 'EM. 
FOLLOW THESE TIPS... 


e Place the water 
trailer in a shelter, 
especially if the tem- 
perature is below 
O°F. A warm tent or 
other shelter that has 
a field range or other 
heater in use is best. 
At the very least, 
keep the trailer cov- 
ered with canvas. 


e Always keep the manhole and filler covers tightly 


MAN; THAT TENT 
HEATER’S GONNA 


FEEL M/GHTY 
GOOP TONIGHT! 


closed. That helps keep the cold air out. 


Keep manhole cover 
tightly closed 


12 


e After each use, drain the pipes by shutting off the water with the main Tevalve in 
front of the tank. Then open all faucets. Prop them open with a piece of wood. No 


water, no freezing! 


Shut off water with T-valve... 


...or pipes may burst 


e If you're storing the water 
trailer, make sure you drain all 
the water remaining inside. 
Park the trailer on a slight 
incline so that the water is tilt- 
ed toward the drain plug. When 
the water stops draining, don’t 
assume it’s all gone. Open the 
manhole cover and check. 

Next, open all the faucets 
and the main T-valve. That pre- 
vents a vacuum in the pipes and 
lets all the water drain. 
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Dear Editor, 
We have four suggestions that will help crews keep their Avengers 
ready to knock down the enemy. 


e Check the spring 
that goes to the 
lever for the M3P 
machine gun's remote 
charger. If the spring 
is missing, corroded, 
or weak, the bolt 
can't be fully pulled 
forward and the gun 
can't be fired. 


M3P lever spring installed 
and in good shape? 
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e Eyeball the M3P feed 
chute for areas where Chute 
the links are pulling pulling 
apart from each other. 
Once the links start 
separating, the gun will 
probably have jamming 
problems. Tell your 
repairman. You may 
need a new chute. 

e Use a training missile to test the missile release latches in the SVML 
during weekly PMCS. Most crews just look at the latches, but you really 
can't tell if they work unless you actually install a missile. If the latches 
don't release, you won't be launching any missiles. 

e The principal reason the canopy 
gets out of alignment and the Tie 550 cord to 
areas around the canopy arms an tS 
crack is that gunners don't guide eee ecuale 
the canopy all the way up. allow operator 
Instead, they let go of the to open canopy 
canopy strap because it’s too while seated 
short and the canopy slams open. 
We solved that problem by tying 
550 cord or something similar to 
the strap to make it long enough 
so that the gunner can guide the 
canopy all the way while seated. 
Just tie the cord through the 
strap's loop. 

Speaking of the canopy, we 
find it's a good idea to check 
weekly for cracks around where 
the canopy arms attach to the 
block mounted on the turret wall. 
Small cracks are easy to fix. But 
if they become too big, the arms 
can rip right out. Then you've got 
a big repair. 


SSG Guadalupe Perez 
SSG Erik Vazquez 

C Co, 2/6 ADA 

Ft Bliss, TX 


Check area 
around canopy 
arms for cracks 


(Editor's note: Good job, guys. Your suggestions 
should fire up Avenger crews.) 


ALL yOu 
GOTTA DO 
IS YOUR 
PM! 


I HATE TO THINK WHAT I JUST GOT 
THIS RAIN IS DOING TO MY A GOOP 
TRAVEL LOCK ROLLERS LUBING, S0 


AND BLAST DOOR HINGES! I’M SINGIN’ IN 


THE RAIN! 


bd 


se" —— ay, 
- y 


7. little lube goes a long way in keeping your MLRS launcher ready, crewmen. 
Especially when it comes to the travel lock rollers and blast door hinges. 


Travel Lock Rollers 

Without lube, the travel lock rollers will eventually freeze up. That keeps the 
travel lock hooks from disengaging. 

All it takes to keep the rollers rolling is 
a few drops of CLP, NSN 9150-01-054- 
6453, down the sides of the rollers every 
month and after firing. Turn the rollers 
with your hand to work in the lube. 

If you notice a rust spot on a roller, 
rubbing it down with crocus cloth, NSN 
5350-00-221-0872, and some oil will 
make it disappear. 


Blast Door Hinges 
The blast door hinges also 
need regular lubing. Without it, 
the hinges rust and won’t open 
when the rails are extended. 
The rails bend the blast doors 
and can break the hinge pin. 
Lube the hinges every 
month and after firing with 
CLP. 


Patriot Missile System... 


IIATGHIPINS/G/SUMMER/WINTER SETTINGS 


(2 


a) 


EN 


AN aval, 


an 2 a Ni 


GOOP GRIEF! \T'S 
100° OUT HERE AND 
THEY'VE GOT MY ECS 
SET FOR WINTERS 


THIS CREW HAS 
FORGOTTEN WHICH 
SS | ARE THE SUMMER ANP 
WINTER SETTINGS. 
HERE’S WHAT TO DO.., 


~ 


Dear Editor, 


e The door latch pins for components 
like the radar filter eventually disap- 
pear or break. In the field, just bend a 
coat hanger or any similar wire in the 
shape of the latch pin and you're back 
in business. Just make sure it’s 
around the same thickness as the old 
latch pin. When you get back from the 
field, get a new pin fabricated. Use a 
hanger only as a field fix. 


= he 
————= = 
== = 


4 Latch pin 
missing? 


H Make a new 
one from a coat 
hanger or wire 


We have a couple of ideas that will save Patriot units money and trouble: 


e The Engagement Control Station 
(ECS) has a water intrusion duct 
with winter and summer settings. A 
new ECS has the settings marked. 
But the first time the ECS is paint- 
ed those markings disappear. And if 
it’s set for the wrong season, the 
ECS may get too much moisture in 
the winter and too much heat in the 
summer. The solution is to stencil S 
and W for the settings. When the 
handle is pushed in, it’s set for 
summer. When the handle is pulled 
out, it's on winter. 


A Battery, 2/1 ADA 
Ft Bliss, TX 


PFC Andrew Gorris, SGT Curtis Yeagar 
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Parts for the AN/PEQ@:2A 


FUNNY, THERE 
DON’T SEEM TO 
BE NSNS FOR 
THE RAILGRABBER 
ANP RETICLE. 


LET’S LOOK IN 
PS. YOU CAN FIND 
ALMOST ANYTHING 


oRSa — 


SS 


BBBesee' 


™ 11-5855-308-12&P comes up a little short on NSNs for parts needed for the 
AN/PEQ-2A target pointer illuminator/aiming light. 

To mount the AN/PEQ-2A 
to a weapon that uses the rail 
system, such as the modular 
weapon system, you need 
the railgrabber, NSN 5340- 
01-458-0990. The railgrab- 
ber can also be used for 
mounting the AN/PAQ-4B/C 
laser aiming light. 

If the railgrabber is not available in the supply system, the high profile torque lim- 
ited railgrabber, NSN 5340-01-458-0473, will also work. 


Railgrabber 


IF YOU NEED 
THE OPTICAL 
INSTRUMENT 
RETICLE 

(ALSO CALLED 
THE PATTERN 

GENERATOR), 

= ORDER IT WITH 
NEN 5855-01- 
481-8413. 
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I’M REALLY 
IN BAP 
SHAPE NOW 
BECAUSE I 
WAS STORED 


Make sure your gun laying and posi- 
tioning system (GLPS) is completely 
dry before you put it in its case for 
storage or shipment. 

The contractor who repairs GLPS is 
receiving systems suffering water 
damage. The probable cause is soldiers 
shutting up wet GLPSs in their storage 
cases. The trapped moisture causes 
corrosion and electrical problems. 

Before you put a GLPS in its case, 
wipe it completely dry. The case's 
inserts soak up moisture. If the case's 


insides ever get wet, open the case and 


If inside of 
case gets wet, 


let it air dry inside for at least two 
days. Make sure it's completely dry 


before you store a GLPS in it. let it air dry 
You can get stickers warning against for at least 
two days 


storing a wet GLPS by calling 


TACOM's Marta Favati at DSN 793- 
0564/(309) 782-0564 or emailing: 


marta.favati@us.army.mil 
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oy 
Small Arms... AWAD SAND CAN Small Arms... 


“YOUR RIFLE Confused by MK 19 and M2 TMs? 


MACHINE GUN IN 


THE DESERT, 
AS SOLDIERS IN =| 
IRAQ CAN : 

TESTIFY. 


LET'S 
CLEAR UP 
THIS TM 
CONFUSION! 


Dear Editor, , 
I've found a couple of items in the -23&P TMs for the MK 19 and M2 


Sand blows in the muzzle and ejection port and stops moving parts from moving. machine guns that need to be straightened out: 
Even worse, sand mixes with lube and forms a scouring powder that grinds up parts. ° On Page WP OOSO-002 in the MK 19's TM 9-1010-230-238P it says 
Eventually, parts must be replaced—or maybe the entire weapon. the armorer should remove the feed pawis, flat spring, headless pins and spring 


housing. But the SMR codes say that only direct support is authorized to dis- 
assemble those items. 

© On Page WP 0010 00-18 of the M2's TM 9-1005-213-238P, Step 9 
in the Quarterly PMCS tells the armorer to completely disassemble the buffer 
tube and backplate assembly. But these are also DS tasks according to the 


SMR codes. eee 
What's right? (Editor's note: Both the WP pages and SMR codes are correct. 


. The armorer is allowed to disassemble these items to inspect, 
Michael Harvey, : : : 
Vilseck, clean, and lubricate them. But if any of these items need to be 
Germany repaired or replaced that's the responsibility of direct support. 
The SMR codes refer only to repair or replacement of an item, not 
inspections, cleaning, or lubing. Hope this clears things up.) 


Clean often. That means at least 
daily in the desert. Even wiping off 
the outside of your weapon with a 
clean cloth whenever you have a } 
chance helps. But remember any 
cleaning that involves taking your 
weapon apart should be done only 
out of the blowing sand inside a 
tent or building. Otherwise, your 
cleaning won't do much cleaning. 


M16-Series Rifle, M4/M4A1 Carbine... 


Use rifle covers, muzzle caps, and Pay special attention to moving Dear Half-Mast, 
spare magazine bags as much as possible. | | parts like the bolt carrier. Wipe We've received the M68 optical sight for our 
Keep the M16/M4's ejection port cover | | and brush them clean. For areas like MIGAUs and M4/MU4Ats, so now we need back-up 
closed and a magazine installed. the trigger assembly that you're not iron sights (BUIS). But we can't find any info on 


Allow cdl ta take apie ordering them. Do you know? 


blow out sand. 


SURE DO, > THE BUIS AND 
2 SERGEANT 6.0. TG ITS REPAIR PARTS 
YOU CAN ORPER THE pe ARE BEING 
BUIS wiTH NSN 2 D ADDED TO TM 
1005-01-484-8000. 9-1005-319- 


Clean magazines. Magazines Easy on lubing. Corrosion is not much of a ti alge ia 
jam with sand. Unload and wipe off | | a problem in the desert, which means you : IN SHORT 
ammo daily. Run a clean rag | | don't need much lube. Lube can attract sand A hee ee 


through the magazine. But don't put | | so you want the outside of your weapon dry. = ' Bl eign ste 
any lube in magazines or on ammo. | | Lightly lube only internal parts. : 
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Compact Skid Loader... 


So to keep the vehicle up-and- running you need these common support items on 
hand. Make a note of these NSNs until they appear in a scoop loader TM. 


Model 763 
NSN 3805-01-502-3529 


Model $150 
NSN 3805-01-515-3766 


THE COMPACT 
SCOOP LOADER 
COMMERCIALLY 
KNOWN AS THE 

BOBCAT®, HAS A 
LO7 IN COMMON 
WITH MILITARY 
VEHICLES. 


pony 


\S 


(a 
\\ \\\ 


THAT IS, 
IT’S GETTING 
HEAVY USE 

IN THE 
SANDBOX! 


Oil filter, engine 


2490-01-486-5325* 


2940-01-486-5325*, 
PN 6678233 gets a 6-pack 


Fuel filter 
Air filter, outer 


2940-01-447-1786 
2940-00-192-9182 


2940-01-447-1786 
4330-01-506-6551* 


Air filter, inner 


2940-01-358-7691 


4330-01-506-6549* 


Filter, hydraulic 


4340-01-441-9360 


4330-01-441-9360 


Filter, hydraulic (In-line) 


Not Available 


4330-01-473-3517* 


Battery, 12-volt 


PN 6674687 


PN 6665427 


Fluid, hydraulic 


PN 6563328 
(2 1/2-gal) 


PN 6563328 
(2 1/2-gal) 


PN 6722344 
(5-gal) 


Propylene glycol 


PN 6724354 
(concentrate) 


PN 6724354 
(concentrate) 


PN 6724094 
(premixed) 


6850-01-441-3257 
(concentrate 5-gal) 


6850-01-441-3257 
(concentrate 5-gal) 


Oil, engine SAE 15W 40 


9150-01-422-8750 
(5-gal) 


9150-01-422-8750 
(5-gal) 


Oil, engine SAE 10W 30 


9150-01-422-8899 
(12 quarts) 


9150-01-422-8899 
(12 quarts) 


9150-01-413-6892 
(5-gal) 


9150-01-413-6892 
(5-gal) 


Oil, engine SAE 30W 


9150-01-413-6897 
(12 quarts) 


9150-01-413-6897 
(12 quarts) 


9150-01-422-9247 
(5-gal) 


9150-01-422-9247 
(5-gal) 


Grease 


9150-01-422-9250 
(12 quarts) 


9150-01-422-9250 
(12 quarts) 


9150-01-197-7693 
14-oz cartridge 


9150-01-197-7693 
14-oz cartridge 


IF YOU HAVE A 
QUESTION ABOUT THESE 
NSNS OR THEIR 
APPLICATION, VISIT THE 
MANUFACTURER’S 
WEBSITE AT: 


http://www.bobcat.com 


*NSN or PN not on AMDF. Order on a DD Form 1348-6 from 
RIC S9C. Use CAGE 1QK63 for the part number items. 


SEE. 


DON’T FORGET 
YOUR BUCKET 


PM... OR ZZL 


rr SUFFER THE 
sS 7a | CGA! N CONSEQUENCES! 
= 


Lhd 


O ; Travel Locks Reminder 
perators, you can save wear and tear on your MAKE SURE YOU 


excavator’s bucket and its hydraulic system by fol- INSTALL THE LOADER’S Hie deci note mie Ducheran place about 
TRAVEL LOCKS BEFORE a foot above the ground. That way the 


ne ese pa ae nee uc eit oo e bucket’s weight won’t ride on the hydraulic 
Rest the Bucket cylinders—which can blow seals or 

When you park your excavator, lower the bucket AW hydraulic lines. Also, close the front loader 
flat on the ground. HS) shutoff valves. When the valves are closed, 

Resting the bucket takes the weight off the lift g the bucket won’t hit the ground or catch a 
cylinders. po > f pothole—a real dangerous situation. 

Be sure the bucket’s drain holes aren’t clogged, j ‘ The locks also keep the bucket teeth 
too. Plugged holes keep water from draining out. pointed up and out of the way of ground 
Water that sits in the bucket causes rust. . obstacles. 

DD waz Pages 2-86 through 2-88 of the TM 5- 
Clean out both drain holes 2420-224-10 tell you how to open and 
ir z close the shutoff valves, and how to install 

and remove the travel lock’s spring clips. 


WITH GOOP 
PM, I FEEL 
SETTER 
ALREADY! 


Pu tee iNEED B-u=— =. 


I Jugs 
THIS PULLER 
Jugs MORE 
PULL! 


NEW 
PARTS? 


YOUR UNIVERSAL PULLER 
KIT; NGN 5180-00-213-9496, 
WON'T HAVE MUCH PULL IF 

IT'S M/SS/NG PARTS. 


shank and tee 
bar assembly, 
PN 208627 


outside jaws, 
PN 44195 


two-way nut, 
) £2) 4a PN 27241 


HERE ARE THE 
NSNS OR PART 

NUMBERS FOR THE 

KIT'S PARTS... 


slide hammer, 
NSN 5120-00-3 13-9498 


mechanical puller hook, 


inside jaws, NSN 5120-00-313-9508 
PN 32054 5/16-24 adjusting nut, 


hex nut, PN 24545 


PN 10384 
‘ Pe | 
( cross nut, 
5/16-24 ad _—— 


PN 24544 | 
ca p screw, 


PN 22021 


outside jaws, 
PN 44148 


cross arm puller, 
single jaws, PN 36578 


NSN 5120-00-340-2010 


ORDER PART NUMBERS WITH CAGE 
45225 AND RIC AZ5 ON A DD 
FORM 1348-6 OR DIRECTLY FROM 
THE estat gerd aa SPX 


ORPORA 


http: Tachi otctools. com 
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GH DKLI’ THON URGE 
SEP LD EE ARIZ 


practice on L 
‘nan open ares, 
before USING 

higher settings! 


WHETHER IT’S YOUR | 
mam | Boots, Your |) | ay 
LEG LEG WHEELS OR TRACK. | | | f! 


IF YOU WANT 
TO MOVE 


SAFELY; PAY | 
ATTENTION TO 


= THE 
INSTRUCTIONS! 


OVERLOOK TO READING 


CANYON FLOOR 
(2,010 FEET DEEP) 


EXPLOSIVE 
SITUATIONS. 


MRP cmeP 
=> . 


aes —_ ro) 2) ESS 
_ (Sine i 


S 
z 
uv 
i ee 7 
‘{ BAD SEALS AND | 
BROKEN PARTS ON A 
| PROTECTIVE MASK | 
CAN LEAP TO REAL | 
MGHTMARES! 
Gaon 
ME Nor 
OP. 


7» 
> 


r 
= wc 


OSTRICH HAULING COMPANY CT IL 


YOUR ABILITY TO 
TRACK THE ENEMY IS 
ONLY AS GOOP AS 

HOW WELL YOU TREAT 

YOUR EQUIPMENT. 


HOW WELL YOU'RE 
ABLE TO SHOO7; 
MOVE ANP 
COMMUNICATE 
DEPENDS ON THE 
PREVENTIVE 
MAINTENANCE YOU 
PERFORM ON YOUR 
EQUIPMENT. SERVICE 
IT RIGHT AND IT’LL 
SERVE YOU WELZ. 


UH-60A/L... 


LOOKS LIKE 
THIS APU AIR 
FILTER BIT 
THE DUST. 


YOU'LL BE OK, 
ONCE WE CHANGE 
YOUR BARRIER 
AIR FILTER. 


Most of the time, mechanics, when you read PS, it’s always some component or 
item that needs a little T-L-C, extra maintenance or attention to detail. 

Well, this time it’s changing or cleaning the APU intake barrier air filters, NSN 
2945-01-328-9679. You'll need to inspect it more often than the 10 hour/14 day 
inspection requirements when in a desert environment to solve the problem of a 


clogged APU. Change clogged APU filter around intake 


The APU intake barrier air filter 
does its job of collecting dust and sand 
in the desert so well the filter eventual- 
ly fills and collapses. Then sand and 
dirt get around the filter and clog the 
APU. 

So take extra filters with you and 
after every flight make sure you clean 
them or change them if they’re clogged. 
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UH-60A/L/Q... 


YOUR MISSION’S 
OVER, BUT YOu 
SHOULONT HAVE 
SLUNG YOUR 
SEATBELT! 


SORRY, I 


COVER 
YOUR LCD 


YOU DAMAGED 
MY AN/ARC-220 
LCD PANEL. 


Dear Rotor, 


Our Black Hawk unit recently received 
AN/ARC-220 high frequency radios. 

After a few months, we noticed small 
cracks and dark blemishes on some of 
the LCD displays in the center control panel. 

This is the result of careless slinging, 
dropping and flipping of the seat belt to the 
left after unfastening the buckle. 


PANEL. 


After too many hits, 
the LCD panel becomes 
unreadable. Replacing 
the ARC-220 high 
frequency control 
costs the unit $5,287, 
minus the $2,882 
unserviceable credit. 


eee NS NS 


Do not drop 
or sling belt 
on LCD panel 


3 We pay a whopping 
a $2,4OS every time the 
ARC-220 HF radio 
control head, NSN 
5821-01-413-4243, 
gets damaged. 


SSG D. H. 
1022 Med Co. 
Cheyenne, WY 


FORGOT TO 


Dear Sergeant D. H., 


To protect the LCD panel, 
otherwise called the optical 
window instrument, and save 
maintenance costs, order a 
LCD panel cover with NSN 
6650-01-519-9165. That 
should cover the problem. 


Kotse Blade— 


Woe 
Place cover on © 
LCD panel for 
|_| protection 


PS 624 


HGU-56/P AIHS... 


Sand in the Helmet Tracks 


— -* SERGEANT... 
ee | I'VE GOT A~ 


-STUCK VISOR, RIGHT? 
I’VE TOLD YOU HOTSHOTS 
THAT DESERT CONDITIONS 

WILL REQUIRE YOU TO CLEAN 
YOUR HELMETS MORE OFTEN 
THAN THE TM SAY6.., 


ooo /& YOU WANNA 
KEEP YOUR HELMET 
TRACKS UNSTUCK! 


ALSE techs, the HGU-56/P 
aircrew integrated helmet sys- 
tem (AIHS) visors can get 
stuck quickly because desert 
sand clogs the guide tracks of 
the visors. 

Crews can’t resist pulling on 
the helmet knobs to force the 
visors down. That can break 
the helmet knobs and then the 
helmet is NMC until your 
ALSE shop replaces the visors. 

To keep visors operating 
smoothly, use low pressure air 
to blow out sand and grit. Or 
use a pipe cleaner to remove 
any gunk. 

‘Course, in a desert environment, helmet PMCS should be done more often than 
what it says in Para 3-3 of TM 1- 8415-216-12&P to reduce stuck visors. It is each 
soldier's responsibility to clean their visors and do daily PMCS. 
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WHAT A TIME FOR 
OUR HYDRAULICS 
TO GO OUT! 


I GUESS THE 
RESCUE TEAM 
WILL FIND US IN 
THE MORNING... 


WHAPDYA MEAN 
THERE AREN'T ANY 
MATCHES? 


ALSE techs, before signing 


out any aircraft modular sur- 
vival systems (AMSS) to crews, 
make sure they've got sufficient 
matches. 

Inspect your AMSS equip- 
ment for four boxes of wooden 
matches, NSN 9920-01-154-7199, 
in each round plastic container. 

Red River Army Depot plans 
to dispose of 30,000 boxes of 
matches. They're free—you just 
pay for shipping cost. 

If your AMSS is short, contact 
Sue Gibson, DSN 829-4946, (903) 
334-4946 or fax DSN 829-2328. 

Provide her the following 
information: 

Unit/Ship to (DODAAC) 

UIC 

Phone Number 

Fax 

POC 


Address 

Provide funding information 
for shipping cost only. 

Get your matches now, while 
supplies last, so you won't be 
caught with the short end of the 
match stick. 


WHEN REP RIVER 
RUNS OUT, ORVER 
MATCHES WITH NSN 
9920-00-221-0613, 

9920-0O1-191-2434 OR 
9920-01-500-1916. 


}| All Aircraft... 


7 II 3 
IBew: 
AS AAS 
TIME TO 


ROLL you 
OUT TO THE 


ic 


OK; BUT DON’T 
FORGET TO REMOVE 
MY STREAMERS 
FIRST! > 
S AC aS —— al 
” ae ee 1) 
’ aaah 


I'VE GOT 
ENGINE AND 
EXHAUST PLUGS 
THAT NEED TO 
COME OUT, TOO! 


Mechanics and crews, there are plenty of places on aircraft that require covers, plugs 
or something stuffed into them during maintenance or ground time. 

Without the red REMOVE BEFORE FLIGHT’Streamers attached to them, how- 
ever, there’s a chance you'll forget to remove them. And that could cause accidents 
and FOD. 


REMEMBER THE BE SURE ALL WHEN You 
OLD SAYING, “REMOVE BEFORE | | veep WEW 
‘DON'T LEAVE HOME FLIGHT” OR STREAMERS 
WITHOLIT (T2" WELL, “REMOVE BEFORE HERE ARE. 
IN THIS CASE, DON’T ENGINE TEST” SOME YOU 


STREAMERS HAVE 
BEEN REMOVED. 


LEAVE HOME W/7H 


@ Get a 30-in vinyl streamer (REMOVE PIN BEFORE FLIGHT) with NSN 8345-00-995-7806. 

© Get a 24-in nylon streamer (REMOVE BEFORE FLIGHT) with NSN 8345-00-673-9992 or 
NSN 8345-01-074-9053. 

@ Get a 24-in cotton streamer (REMOVE BEFORE FLIGHT) with NSN 8345-00-181-3951. 

© Get a 24-in nylon streamer (REMOVE BEFORE ENGINE TEST) with NSN 8345-01-332-5791. 
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“~~ 42 COMMO TIPS: 


PREVENT THE FROZEN CHOSE 


1) Carry small batteries inside 
your clothes to keep them warm. 
Reactivate cold-soaked batteries 
by warming them under your 
clothes. 

2) If a radio set must be set up 
outside, put it in a sheltered 
place. A wind block, like a lean- 
to, helps keep sets away from 
direct exposure to cold air. 

3) Raise cables above the 
ground to keep them from freez- 
ing to the ground. Use poles or 
tree limbs to raise the cables. 

If you can’t get cables off the 

ground, keep them out from 
under the snow. Pull them free 
after every snowfall. A cable hid- 
den under snow is hard to find 
except when it's pulled loose by 
a big foot or run over by a track. 
4) Check antenna systems often 
and remove snow, ice or slush 
that might diminish your signal 
or create a “falling ice” hazard. 
5) Put frost shields over micro- 
phones. If you don’t have a 
shield, or your handset doesn’t 
have a place to fit one, a piece of 
plastic—like a battery bag—will 
do the job. 
6) Remove all snow, ice, water 
and dirt from cable connections 
before connecting them. You'll 
get a poor connection or broken 
connectors, if you don't. 


DON'T 
WORRY 
LITTLE 

HANPSET, 
WE'LL BE 
SAFE HERE 
FROM THE 
COLP AIR. 


7) Rubber and rubber compounds 
become stiff and brittle as tempera- 
tures plunge. In cold weather, cables 
and wire should be flexed slowly and 
carefully to keep them from cracking 
and breaking. 

8) Lube, but don’t over-lube. 
Lubricants can get stiff in cold 
weather and fail to do their job. One 
key to lubing in the cold is frequent 
checks to make sure lube hasn't got- 
ten stiff. Another key is frequently 
applying lube. Use lighter lubes, too! 
9) Plugs, jacks, keys, shafts, bearings, 
dials, and switches can malfunction 
due to contraction of metal parts in 
extreme cold. Check them often and 
keep them warm and clean. 

10) Make sure all motors and fans 
run freely. Snow and ice build-up can 
shut down a critical fan and kill a 
much-needed motor. 

11) Make sure all knobs and controls 
move easily. Stiff controls might indi- 
cate a frozen moisture problem. 

12) Any equipment that generates 
heat during operation will “breathe” 
or draw in cold air as the equipment 
cools. If heated equipment is 
brought into contact with extremely 
cold air, the glass, plastic and ceram- 
ic parts may break. So give hot 
equipment time to cool down before 
taking it out of a shelter into the 
cold. 
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HERE ARE AN ANP ENSURE 
EVEN DOZEN YOUR EQUIPMENT 
COLD-WEATHER DOES NOT 
COMMO TIPS THAT BECOME PART 
WILL KEEP YOUR OF THE FROZEN 
COMMO THAWED CHOSEN... 
THIS WINTER... 


OH; NO! I 
THINK WE'RE 


WE'D LOVE TO 
HELP, BUT IF WE 
DON’T MOVE 
SLOWLY ANP 
CAREFULLY-- 
WE'LL SREAKS 


At NOV 04 


Antennas... 


S0 POWERFUL, HE'S 
GONNA KNOCK OUR 
ANTENNAS DOWN! 


coo ee a pS 


es Frozen ground makes it tough to drive in 
e a guy stake. So cold-weather stakes may be 
. just what you need to make the going a little 
oS easier. Get the GP-101 cold-weather stake 


NEED SPEC/AL 
MW WHEN 
OLP MAN 
WINTER BLOWS 
BLUSTERY 
INTO CAMP. 


with NSN 4030-00-187-5265. 

But you have to watch those cold-weather 
stakes. They’re slimmer, so they don’t hold 
as well when the ground thaws. Keep an eye 
on them during warming days. 


If you’re in an extreme cold and frozen situation, 
mountain pitons are excellent anchors for guy ropes. 
There are a variety of types under FSC 8465 and 
supplied by GSA. 

In addition, in extreme cold ropes can freeze to the 
ground and to guys tied to these anchor ropes. Wear 
gloves and take your time when handling them. 

If even cold-weather stakes fail, tie your rope to 
something sturdy, like a tree or pole. In any case, 
never use fewer guys than your TM calls for. If you 
use less, your antenna may end up on the cold, hard 
ground. 


Grease the Joints 
To keep your antenna joints from freezing up, just add some lube. A little dab of 
silicone will usually do the trick. 
You can get an 8-oz tube with NSN 6850-00-880-7616. 
Clean the mating surfaces inside and out before applying the lube. 


Keep Bowl Dry 
Water collects in ceramic bowls 
during warm weather. When a cold DON'T 
: : . TOUCH ME! I’M 
snap hits, water can turn into ice. BRITTLE! 
That can crack the glass. Also, the 
freezing temperatures make the glass 
more brittle. So handle it carefully. 
Once you’ve wiped the bowl clean 
and dry, reach for your tube of sili- 
cone again. Seal the insulator before 
you join the two halves. 


Cable Care 

Your RF cables need special han- 
dling during cold weather, too. 
Insulation becomes brittle and can 
break. That can damage delicate 
wiring inside and also let moisture in. 

Protect the cable by taping it to the 
antenna. That keeps it from being 
whipped by the wind. 

Normal tape loses some of its stay- 
ing power in sub-freezing tempera- 
tures, so use cold-weather tape, NSN 
5970-00-723-5413. 
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K-K-COLD.., 
ga DZ 
QO we 
is) SH 
CG 


NG 
0 
0 


P \ { 7 <Crtt_} Take tightly coiled cable, unwind it into bigger coils, and store it where it’s warm 
JP ff “AR: ne pH ¢ AB , before taking it out in the cold. That'll reduce the risk of a pinch or break. 
_ . wy > : 
7 \ 3 < #7 


=e, a Nl vy ie \ e v) 
se THE SAME Y A be \A PN 
PRINCIPLE GOES 
FOR COLD, STIFF | 
CABLE, TOO. 
BEFORE COILING 
It) WARM IT LP; 
IF POSSIBLE. 


And don’t forget to handle cold cable carefully. Slow and easy is the way when 
YOU THINK 9 : ‘ 6 : 
, THAT'S COLD- you pay out, reel in or flex cable. That helps to avoid cracking the insulation. 
ceil polis sf ease ce waa If you have to splice or repair cable, use cold weather tape, NSN 5970-00-723- 
HEARTED! ; \ MM WINTER WEATHER 5413, which comes in a 108-ft roll. This tape holds fast in cold weather and can be 
Oe C Rae aera used without being warmed up. Most other friction and rubber tapes don’t hold as 
well in extreme cold. 
One more reminder: Metal connectors and receptacles shrink in the cold, making 
cable connections stubborn. Here again, take care when you hook up or unhook 


cables. Rough stuff just invites damage. 


Generators... 
[3xtreme cold is brutal on field and telephone cable. Insulation turns stiff and brit- 


tle. It cracks and breaks open if cables are handled too roughly. Once that happens, KEEP YOUR 1 The generator set and the area around it 
: : : GENERATOR ON . 

moisture seeps into the wire conductors and causes a short. or SE Gee DURING should be free of ice and snow. Pay par- 
Certain places on a cable are especially vulnerable to cracking in the cold. These ory WEATHER ticular attention to the fuel tank cap and 

: : : 5 r P 9 9 GIVING ITA : ‘ 

include field ties and splices, and kinks and crimps in the line. HELPING HAND. filler neck where snow and ice can 
Low temperatures also shrink and stiffen wire conductors, making them more become water in your fuel. 

liable to break. HERE ARE 


Not only is cold cable more likely to crack, it’s also stiff and harder to handle. A FIVE THINGS 2 i oe aul eet awh ct 
te : YOU CAN VO.., moisture, condensation and accumulation 
reel of cable may even freeze into its coiled shape. 4 


of water. 


3 Drain and service fuel filters frequently 
to remove water and prevent freezing. 


A WARM 
SHELTER WILL 


q Keep batteries well-charged and free 

} from corrosion. If possible, remove the 
batteries when not in use from the gener- 
ator and store them in a heated area. 


5 Do not bend or kink wiring that may 
have become brittle in the cold. Make all 
connections with care. 


The remedy for cold cable is a warm shelter and careful handling. Together they 
protect cable from damage and make it easier to control. 


© G 
ee: 


HMMM... 


YOU MAY BEA 
CANDIDATE FOR 


HAVE You A SPECIAL 
GOT A JSLiST ORDER 
THAT'LL FIT JSLIST. 


LET'S 
MEASURE 


it you're a soldier who has slightly 
unusual measurementsmaybe you're 
quite tall and slenderyeu may have 
trouble finding JSLIST (joint service 
lightweight integrated suit technology) 
garments that fit. 

JSLIST jackets and pants are 
ordered separately, which has helped 
take care of many soldiers who have 
unusual builds: a short soldier with a 
stocky build can order a larger coat, for 
example. But the Army can't stock 
every possible size variation. That's 
where special measurements come in. 
They ensure all soldiers can be proper- 
ly fitted with JSLIST. 

The first step in finding a JSLIST 
garment that fits is get yourself meas- 
ured using the guidance in JSLIST's 
TM 10-8415-220-10. Then check out 
the JSLIST size charts to see if you 
can order a jacket and trousers that fit. 
Size charts and size NSNs are found 
on Pages 48-49 in PS 617 (Apr 04). 
You can access the story at 

https://www.logsa.army.mil/ 
pubs/psissues/617/617-48-49.pdf 

No luck? Then you need to special 
order a JSLIST jacket and/or trousers. 
Go to the special order section of your 
local military clothing sales store and 
have them measure you. Record the 
measurements on a DD Form 358 (for 
men) or DD Form 1111 (for women). 
These forms are at 

www.usapa.army.mil/ 
pamdocs/pam2530_main. zoe 
DD 


The JSLIST jacket or trousers 
must be ordered from Defense 
Supply Center-Philadelphia (DSCP). 

Contact DSCP's Ellen Henning at 
DSN 444-2482/(215) 737-2482 or 
emnil[ellen.henning@ dla.mil Jor 
instructions or if you have any ques- 
tions. Forms can be faxed to DSN 
444-3163/(215) 737-3163. 

Normally a soldier should order 
four JSLIST suits: two to be kept by 
his parent unit and two to be kept in 
sustainment stock. 

Usually, it takes 30-45 days for a 
special order JSLIST to be made and 
shipped. 


NO; YOU THAT'S WHY 
LSONT YOU NEED TO 
UNDER- FOLLOW THIS 
STAND! H SUGGESTION. 


Dear Editor, 

Here at the Ft Leonard Wood 
Directorate of Logistics we've come 
up with a troubleshooting 
tip that may save units much 
frustration with their MSG 
smoke generators. 

IF you get OVERTEMP or 
OVER/UNDER SPEED warning lights 
when you try to start the MSG, 
make sure the vehicle ground wire is 
connected to the HMMWV's frame. 
Sometimes it's left unhooked after 
maintenance. It’s behind the starter 
and battery box. 


Bill Holloman 

Bobby Miller 

Leon Offutt 

DOL 

Ft Leonard Wood, MO 


Family of 
Space 
Heaters... 


Lvs one of those freezing winter nights when the sky’s swept crystal clear and the 
air feels like needles pricking your skin. But you don’t mind. You’re snug inside your 
tent with an arctic space heater or an H-45 space heater up and running on liquid fuel. 
You’ve settled into a e 
cozy sleeping bag and 
are drifting off to sleep 
when suddenly _ the 
heater starts running 
rough. Smoke starts 
coming out of the heater 
and the top of the stack. 
You’ve just come face to face with a problem known as overfiring. That’s when 
the heater gets more fuel than it can burn. At the same time, it may not be getting 
enough air. Not only will it throw off black smoke and run rough (also known as 
pulsing), but the top and sides may glow red. The flame will have an orange color as 
seen through the sight glass on the heater lid. Eventually, overfiring leads to metal 
flaking of heaters and stacks, destroying them before their time. 


HERE’S HOW 
TO PREVENT 
ITs 


OUR HEATER’S FILLING 
THE TENT WITH SMOKES 
WHAT'S WRONG? 


TOO MUCH 


FUEL, 
NOT 


ENOUGH 


Adjust Fuel Flow 


PUT A STOP TO 
OVERFIRING BY 


2) MAKING THESE 
Ee ADSUSTMENTS TO 
_—4 THE FUEL FLOW 


CONTROL VALVE... 


1. Set the fuel selector control to the 
proper setting for outside temperature 
and the type of fuel being used. This 
adjusts the valve to match the viscosity 
of the fuel so that the correct amount 
flows to the burner. 

Never turn the fuel selector control to 
a temperature setting that’s lower than 
the outside temperature. You’ll cause 
more fuel to flow to the heater than it 
can burn. The result is overfiring. 
2. Adjust the fuel flow adjustment 
knob to further regulate the amount of 
fuel to the burner. Turn the knob coun- 
terclockwise to a lower setting. That will 
reduce the flow until the flame is light 
yellow or white (the desired color) and 
the heater stops smoking and pulsing. 


Set fuel 
selector 
control 
to proper 
setting 


Turn fuel flow 
adjustment knob 
counterclockwise 
to reduce fuel 
flow 


Keep Air Flowing Like the arctic or H-45 heater, the small heater also needs plenty of air to keep 


To prevent overfiring, from overfiring. So use all the pipe sections when you put together the heater’s stack. 


you also need to make sure 

: Use all 
the heater has enough air. the pipe 
The best way to do that is aoaiein.. 


...to draw more air 
|| into burner shell 


to use all the pipe sections 
when you put together the 
heater’s exhaust stack. 
You see, overfiring isn’t 
just a problem of the 
heater getting too much 
fuel. It’s also a matter of 
getting too little air. Fuel 
can’t burn completely 
without adequate air. By 
using all the pipe sections, 
you create more suction in 
the stack, which draws 
surrounding air into the 
heater’s burner shell. 


Unlike the arctic heater or the H-45 
heater, the small heater doesn’t have a 
fuel selector control or a fuel flow 
adjustment knob. But it does have a sin- 
gle burner rate control that regulates the 
amount of fuel flowing to the burner. If 
your heater overfires, turn the burner 
rate control counterclockwise. That will 
lower the height of the float bowl and 
reduce the fuel flow until the flame is 
light yellow or white and the heater 
stops smoking and pulsing. 
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YOU'RE NOT 
OUT OF THE 
WOOPS IF YOU 
USE THE SMALL 
SPACE HEATER! 


Turn burner rate control counterclockwise 


to reduce fuel flow 
CEs 


Use all pipe sections so 
that heater gets more air 


BRIEFLY NOTED... 
Carabiner NSNs 


If your unit does rock climbing or rappelling, you use carabiners. 
You'll find a variety of them listed in the FED LOG—that is, if you 
know where to look. Three separate searches will net all the 
carabiner NSNs you'll need. Search by item name using the fol- 
lowing terms: 

¢ carabiner 

* snap link, mountain piton 

* snap link, rappeller 

Remember to read the characteristics data before you order. 
That way you'll make sure the item meets your requirements. 


Threaded Ends 
for Water Hoses 


The Army doesn’t stock replacement threaded ends for water 
hoses. But you can order them at the GSA Advantage website at 
https://)www.gsaadvantage.gov 
Just do a search on “garden hose parts” tor a run-down of 
what's available. The threaded ends are described as brass hose 
repair couplers and mender. You'll find male and female couplers 

in 1/2-in, 5/8-in and 3/4-in sizes. 


Flashlight Focus 


If your two-cell, fixed-focus flashlight is too puny for mainte- 
nance in the dark corners, order a foot-long, water-resistant, 
adjustable-beam, three-cell, krypton-bulb flashlight with NSN 
6230-01-247-7549. Use NSN 6240-01-441-8368 to get a replace- 
ment bulb. 


Modular Sleeping Bag System... 


GOOD PM BEGINS 
WITH A CLOSE 
INSPECTION OF 

YOUR MSBS. 


LOOKING 
FORWARP 
TO A GOOP 
NIGHT’S 
SLEEP? 


ME STORY 
j| (eee Fe o ||| (ee 


YOU WON'T BE 
DISAPPOINTED AS 
LONG AS YOU'VE 
DONE PM ON 
YOUR MOPULAR 
SLEEPING BAG 
SYSTEM (MBS). 


¢ Rips, tears, holes or burns 

*¢ Missing snap fasteners 

* Loss of insulation 

¢ Broken, damaged or 
stuck zipper 


OH; HEY, 
BONNIE. 


IF YOUR NSBS 
HAS ANY OF 
THESE PROBLEMS, 
TURN IT OVER 
TO CIRECT 
SUPPORT FOR 
REPAIR. 


HERE ARE SOME 
IDEAS TO HELP 
YOU CARE FOR 

YOUR MSBS AND 

KEEP YOU COZY... 


Bagful of PM Tips 


@ A wet bag is not only uncomfortable, it’s ineffective. It can’t 
keep you warm. Always use the waterproof bivy cover with the 
sleeping bags. It's also a good idea to put the MSBS on dry ground 
for sleeping. Better still, put a self-inflating mat, NSN 8465-01-393- 
6515, or sleeping mat, NSN 8465-01-109-3369, underneath for pro- 
tection from ground moisture and cold. Put more padding, such as 
clothing, between the bag and the mat for added insulation. 


Sleeping mat protects against ground moisture and cold 


© Keep the bag out of the rain. 

© Do not breathe into the bag. Breathe through the face opening 
to keep moisture from wetting the bag. 

@ Don't wear damp clothing in the bag. Instead, wear clean, dry 
winter clothing. Brush and clean clothing before crawling in for 


the night. 

@ To avoid jamming, keep both sides of the zipper teeth close 
together before pulling on the zipper. 

@ After using the bag, open it and let it thoroughly air dry for a 
few hours. 


Cold Weather Clothing... 


MOTHER 


. SUCH A 
KEEP THE MSBS 2 
CLEAN FOR 
MAXIMUM COMFORT 
ANP WARMTH. 


Spot clean with brush 
and mild soap 


Vote mother always told you to wear clean underwear. Well, just “cause you’re now 
out on your own is no reason to stop taking her advice. 
Here’s the story on cleaning the polypropylene cold weather undershirt and draw- 
ers. They’re part of the Extended Cold Weather Clothing System (ECWCS). 
Machine Washing 
Wash your undershirt and drawers on the 
delicate wash cycle. Wash them in cold 
water using a cold water detergent such as 
Liquid Tide or ERA. Rinse in cold water, 
too. 
Never add starch or chlorine bleach to 
the wash water. They can fade the under- 
wear, weaken the fabric and shorten its life. 


Hand Washing 


YOu... TM 
700 HOTSS 


You can also wash 
your undershirt and 
drawers by hand. Again, 
use cold water and cold 
water detergent. Rinse 
thoroughly in clean, 
cold water. And don’t 
use starch or bleach. 


Drying 

Tumble dry on the permanent press 

setting for 30 minutes. Keep a close 

watch on the underwear and remove 

them as soon as they’re dry. Do not 
overdry underwear or they’ll shrink. 


If you prefer to drip dry them, 
wring out all the water first. Then 
hang them on a rust-proof hanger. 
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Hearing Decals... 


REMINDERS TO SAVE 


vo l'M 
WEARING 
HEARING 
PROTECTION. 


IT MAKES 


I SA AEY: 
NO DIFFER- WE’RE DOING 


CAUTION 


HEARING PROTECTION 
REQUIRED 


CAUTION 


HEARING PROTECTION 
(HELMET) REQUIRED 


CAUTION 


HIGH INTENSITY NOISE 
HEARING PROTECTION 
REQUIRED 


NSN 7510- Width 


00-629-6637 | 2 inches Sn 
00-629-6638 | 21/2 inches 


AWARNING 


Noise from vehicle or weapons 
can damage hearing. 

Wear earplugs and either 
CVChelmet or ehadset when 
operating vehicle or weapons 


CAUTION 


HEARING PROTECTION 
REQUIRED 
SEE TB MED 251 


A CAUTION 


HEARING 
PROTECTION 
REQUIRED 


See TB MED 251 and 
operator's manual 
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38/GH= IT MAKES NO 

DIFFERENCE IF YOU'RE 
FLYING BY HELICOPTER 
OR ROLLING OVER THE 
GROUNP IN A TRACKED 
OR WHEELEP VEHICLE. 


57 


HEARING 


YOU'RE 
EXPOSED 
TO HIGH 
INTENSITY 


+ ANP OVER 
TIME THAT NOISE 
CAN RUIN YOUR 
HEARING. 


HERE ARE A 
FEW PECALS 
ANP INSTRUCTION 
PLATES TO 
REMINP YOU TO 
WEAR HEARING 
PROTECTION... 


HIGH INTENSITY NOISE 
HEARING PROTECTION 
REQUIRED 


CAUTION 


HEARING PROTECTION 
IS REQUIRED FOR 
DRIVER AND CO-DRIVER 
(REF. MIL-STD-1474) 


FED 


Kd VIEWS ORGANIZE DATA 


USERS AREN'T LIMITED TO JUST ONE THE FLIS INTERACTIVE 
DATA VIEW WHEN USING FED LOG’S ICON MENU BAR HAS 


INTERACTIVE SCREENS. EIGHT LATA VIEWS. 


Management Freight | Characteristics Historical | 


Reference Drawings | Custom | 


‘FED LOG - Interactive = -_ = 
File Edit Service Dataviews View Help Related Web Links 


af: slalwl ola > (elle pelniel|. (2/9) slinlala|a/4inle} 


re) Management Data Response for NSN 6530-00-000-0070 FOUO 
Today's Date: 30 Mar 04 Effective Date: 1 Apr 2004 
Item Name: CUP,MEDICINE 

PMI: & ADP: CON DML:A D1 ESDC; HMIC:N  ENAC: <| >I FLIS 


S/A $05 AaC QUP UI Unit Pre 
PC Phrase Statement 


The S/A column lists which agency/service uses 
y the item. The Phrase Statement often describes 
TA ee a how many items are included in the unit of 
Ie$ FAMILY MASTER NSW 5 Sees is : 
issue. In addition, it may also direct you to use a 
K U/I CONTAINS 5000 EA different item/NSN until that stock is exhausted. 


5 
DoD 


7 USE 6530-00-226-3641 UNTIL EXHAUSTED 
DA SoM L 1 PG 25.25 0 U C2203xX- A 
DoD I¢5 FAMILY MASTER NSN ABA 


Colloquial Names [CUP MEDICINE PAPER | 
Previous NSN | Nevt NSM | Sale ltems | New Search | 


| The management screen is the FLIS default. Along the left column 
the services/agencies that use the NSN are identified. DA is Army. = 
You need only click on the other seven icons to get additional info. 


The reference screen shows part numbers and CAGE codes and related data. 
Freight and supplier screens are self-explanatory. 
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af: Flalwlol« > |ZlAle hel mlelas|s(e|@) slinlale|a| 4s] 9} 


Q Characteristics Data Response for NSN 6530-00-000-0070 


Today's Date: 30 Mar 04 F ‘ : ae ; 
ee ae "MEDICINE This data describes all the physical characteristics of the item: 


color, dimensions, 
weight, capacity, 
and the material 


TOP OVERALL DIAMETER 1.500 INCHES NOMINAL it is made from. 
CXCY PART NAME ASSIGNED BY CUP MEDICINE PLAS 1 02 
CONTROLLING AGENCY 1.3X1,.5"FLAT TRANSPARENT NESTING 


Requirement Statement Clear Text Reply 


TYPESOOO 
ECW EXTERIOR CONTAINER WEIGHT 45.00 POUNDS 
EXME EXTERIOR CONTAINER CUBIC 6.319 CUBIC FEET 
MEASURE 
EXQT EXTERIOR CONTAINER QUANTITY uF 
FEAT SPECIAL FEATURES TRANSPARENT SMOOTH DRINKING EDGE; 


MEETTH TYDE + CDANYATED TO 1 OZ 
The characteristics view gives clear text descriptions of .¢ anD To 30 mL 
= the dimensions, weight, material, and physical attr —-—E——— 
utes of the item. This information comes from FED The historical view 
LOG Disk 5. FED LOG Disk 6 contains representative defines cancelled items 
drawings of the item, when available. (Disks 5 and 6 —_ and their codes that can 
are purchased separately from the basic set.) no longer be procured. 


Aa 


@ File Edit Service Dataviews View Help Related Web Links 


Slt|>fa wlolal> N?] 0} 9) 05 anlalalaiLlsle| wlalel/ le) 


@ Custom View Data Response for NSN 6530-00-000-0070 FOUO 


Today's Date: 30 Mar 04 tive Date: 1 Apr 2004 
Item Name: CUP.MEDICINE 


The custom view allows you to select 
and arrange the info you need to use 


D 3/A D505 _D PRICE 


6530-00-000-0070 CUP,MEDICINE DS IDC 25.25 


The custom view is not available unless you have already defined what data is 
to be displayed. If you want to create a custom report that displays say just the 
NSN, item name, S/A, SOS, and price, follow these steps. Pull down the File 
menu, choose PROPERTIES, then the CUSTOM VIEW tab. Make your choices 
from the list on the left by double-clicking on the item. Click OK when finished. 


en eae) AMDF MGMT [ SARSSCAT |__| Related NSN 
icons. The Army Master Data File 


management view contains 
more information than perhaps 
any other data view. The other 
four views are: packaging, 
SARSS cataloging, HAZMAT, and 


Related NSNs. Packaging HAZMAT 


We'll finish up our FED LOG hints next issue with info about FED LOG help and traini 


| ROADKILL, 
20 YOUR 


GLPS Battery Now Repairable 


The gun laying and positioning system 
(GLPS) battery, NSN 6140-01-323-3487, is 


now repairable with a battery cell pack, NSN 
6675-01-499-8882. For battery repair instruc- 
tions, contact TACOM-Rock Island's Marta 
Favati at DSN 793-0564/(309) 782-0564 or 
email: 
marta.favati@us.army.mil 

When replacing or repairing the battery, you 
must do the conditioning procedure begin- 
ning on Page 1-3 in TM 9-6675-347-13&P. 
Otherwise, the battery has a very short life. 


STRYKER OIL LEVEL REVISITED 


Page 3 of PS 619 (Jun 04) said the Stryker’s 
engine burns about 3 drops of oil from the 
vehicle's on board oil exchanger (OBOE) per 
hour of operation. That's wrong. The engine 
actually burns about 1 liter of oil every 10 
hours of operation. At that rate, the OBOE 
will go dry after 60 hours if not refilled. 
Make sure you carry at least 1 quart of oil 
with you at all times. 
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CONVECTIVE SPACE HEATER FUEL HOSE 


There's now an NSN for the convective space heater fuel hose, COEI list item 7 in TM 10-4520- 
262-12&P. The NSN is 4520-01-508-5743. Make a note of it until the TM is updated. 


“QUIET” TANK SPROCKET 


A new, quieter sprocket is now available for 
your M1-series tank. Sprocket, NSN 3020-01-518- 
3215, has a different tooth profile that provides 


quieter operation than the old sprocket, NSN 
3020-01-395-6775. Both the old and new sprock- 
et can be used together on the same tank, but 
not on the same hub. 


New FRH for 
M1-Series Tanks 


A new, improved version of FRH is now available 
for M1-series tanks. The new FRH, MIL-PRF- 
46170, replaces the old FRH, MIL-H-46170. Both 
types can be mixed together and the NSNs 
remain the same. NSN 9150-00-111-6256 brings a 
quart and NSN 9150-00-111- 6254 a gallon. Make 
a note until the M1-series manuals are updated. 


FMTV GAA NSNs 


Use these NSNs to order different quantities of 
grease, automotive and artillery (GAA). These 
NSNs replace the ones shown in the -10 TMs for 
the 2 1/2 and 5-ton FMTVs, and other vehicles: 


2.25-0z tube 9150-01-197-7688 
14-oz cartridge | 9150-01-197-7693 
1.75-Ib can 9150-01-197-7690 
6.5-Ib can 9150-01-197-7689 
35-Ib pail 9150-01-197-7692 
120-Ib drum 9150-01-197-7691 


M1070 Battery 
Disconnect Switch 


Batteries are known to run down on the 
M1070 heavy equipment transporter 
(HET). You mechanics can put an end to 
dead batteries with a disconnect switch 
kit that comes with NSN 5930-01-494- 
9353. Installation instructions come with 
the kit. 


M1074/M1075 PLS 
Service Kits 


Use NSN 4910-01-521-9985 to get a 
semi-annual service kit for the pal- 
letized loading systems (PLS). NSN 4910- 
01-521-9978 gets the annual service kit. 
Both of these kits include all mandatory 
replacement parts to perform the serv- 
ice. Make a note of these NSNs until 
they're added to Tables 2-9 and 2-10, 
Page 2-95 of TM 9-2320-364-20-1. 


SWAMPER TIRE 
NO-NO! 


Word from the field is “Super- 
Swamper” tires are showing up on 


HMMWVs. Plain and simple, these tires 
are NOT approved on the HMMWV. 
Tests show this type of tire does not 
hold up to heat and puts extra wear 
and tear on the vehicle's suspension. 


DISTRIBUTION: To be distributed in accordance with the initial distribution number (IDN) 340312, requirements for TB 43-PS-Series. 
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